1. inVia系列激光显微拉曼光谱仪
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雷尼绍inVia系列激光显微拉曼光谱仪，是一款配置灵活，使用简单，自动化程度高的高端科研型拉曼光谱仪，其模块化设计，可任意选择波长，升级简便等优势可满足不同领域用户的需求。所有传动部件均采用光栅尺反馈控制，仪器精度和重复性比其它同类光谱仪提高了一个数量级。
雷尼绍公司在保证仪器高灵敏度的前提下，不断创新研发各项专利技术。inVia系列激光显微拉曼光谱仪拥有多项专利技术，其中包含：独创的数字化控制新型共焦专利技术，可连续调节共焦深度，并大大提高了仪器的光通量和稳定性；受专利保护的连续扫描技术，可大范围收集拉曼光谱数据，无需接谱，无需使用低分辨率光栅；特有的拉曼光谱直接成像专利技术（imaging）可使拉曼或荧光信号一次直接成像，以及大面积线聚焦快速光谱成像 (StreamLineTM) 技术，迅速获得材料的空间分布。另外，还有各项联用技术，例如：原子力显微镜（AFM）-拉曼，近场光学显微镜（NSOM）-拉曼，扫描电镜（SEM）-拉曼。
2. SCA结构和化学分析仪  (Structural and Chemical Analyzer, 缩写SCA)
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Renishaw公司的结构与化学成分分析仪（SCA），将电子扫描显微镜和拉曼光谱这两种成熟的技术结合在一起，实现了一种强大的独创技术，即不必在不同仪器之间移动样品，就可对同一点样品的形貌、元素、化学成分、物理及电子学特性等进行分析。
Spectroscopy

Laser wavelengths 514 nm, 532 nm,

633 nm, 785 nm

Spot size < 2 μm FWHM

(for visible wavelengths)

Raman shift range < 200 cm-1 to 4000 cm-1

(wavelength dependent)

PL/CL range < 220 nm to 1000 nm

(grating dependent)

Insertion and retraction mechanism

Insertion/retraction speed > 20 mm s-1

Repeatability <0.5 μm

White-light imaging

Spatial resolution < 2 μm

Field of view >50 μm field of view

(for 200 mm diameter chamber)

Spectrometer specifications

All spectrometer specifications are as for Renishaw’s inVia Raman microscopes.

Please see Renishaw’s inVia Raman microscopes brochure (part no. L-8012-1398) for further details.

3. RX210 刑侦用便携式拉曼（785nm单波长激发）
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4. RX180  光纤探测式拉曼光谱系统
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单波长激发。图中样品台是文件检验专用样品台。样品台部分可更改。可车载至现场进行拉曼测量。
